
Purified tannin-based additives 
for water treatment in steam boilers. 

Reduce
the cost of your
steam production
right from
day one.
   IT’S EASY AND REQUIRES NO INVESTMENT.

THE MK 3100 ®



Increase 
your thermal 
efficiency 

ME AMOPPRODUCE THE SAME MOUNT OF STEAM
ATERBY HEATING LESS WA ER

Did you know that…
According to Energy and Environmental Analysis inc. (U.S.A.),

boiler energy consumption represents 40% of the total energy costs 

in the industrial and commercial sectors?

Source: Characterization of the U.S. Industrial Commercial Boiler Population, May 2005

Using Servivap Canada’s MK 3100® will significantly 

cut your energy expenses.

 Go from 2000-4000 µS/cm to a steady 
 8000-10 000 µS/cm with no chemical carryover

 Cut your current blowdown rate 
 by 50 to 80% from day one.

 Save money without having to invest.
 - Reduce feed-water consumption by up to 25%
 - Reduce energy consumption by up to 15%



No contamination 
risk

“At 14 bars (203 PSI) […], the boiler is fed […] 
without a thermal degasser, it operates between   
6 500 and 7 000 µS/cm of conductivity with no priming 
phenomena (entrainment of vesicular liquids 
in the steam). […]  Results: no scaling, no corrosion.”
Excerpt of a testimonial letter by the Messier-Bugatti Company 
Maurice Souchier, Head of Maintenance, and Pierre Deschler, Purchasing Service

NO FO FOAMING,
CARRYOVERNONO CHEMICAL CA R 

 Organic, non-volatile product.

 High-quality steam (2-10 µS/cm)
 and non-corrosive.

ADISSOLVES DEPOSITS AND
HBLOCKAGES FROM THHEIR BUILD-UP

 Dissolves current deposits between 6-18 months.

 Protects every part of the boiler that comes 
 in contact with water with a uniform 0.1 mm 
 iron tannate film.

 Could double the lifespan of your boiler.

 Eliminates shock-treatment cleaning methods. 

 



Respect 
the environment

“Blowdown rate (was) around 9%. […] 
We notice (today) that our blowdown rate 
has dropped to 2-2.5% […], the inside of our boilers 
is almost like new […], gas consumption has fallen 
significantly […] from 3 280 MWh PCS (314 880 m3 
of natural gas).”
Excerpt of a testimonial letter from Continental France SNC
Marc Sénéchal, Head of Energies

 Natural biodegradable product, 
 purified tannin and lignin sulfonate-based.  

 No danger in handling.

 Replaces toxic-based products (sulfites, phosphates, 
 phosphonates, amines, caustics, and others).

 Reduces greenhouse gas emissions by up to 15%. 

 Qualify for the issuing of carbon credits.

E IN DEALING WBE PRPROACTIVE I WITH
WN AND THYOYOUR BLOWDOW YTHEIR TOXICITY




